
ZERO DEFLECTION BY

The technological revolution that has changed 
the rules of the technical blinds market. 

With ZOOMTECH® blinds up to 
7 meters can be produced with a 
winding tube with a diameter of less 
than Ø 60 mm, without compromising 
its minimal design. 

This allows us to place larger blinds in 
smaller spaces without acting robustly, 
and to maintain an elegant aesthetics 
in architectural projects where large 
glazing has become a fundamental 
component.  

ZOOMTECH® is the latest patented 
technology that compensates bending 
of the tube in large widths, solving the 
problem of fabric deformation.

Thanks to ZOOMTECH® technology, 
it is possible to prevent the tube from 
sagging, eliminating the arrow and, 
consequently, completely avoiding the 
V-effect.
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ZOOMTECH® compensates 
the bending of the tube 
in large widths, solving 
the problem of fabric 
deformation.

Minimalist and sophisticated 
aesthetics for your project.

Very large blinds with a 
smaller tube.

WITHOUT TECHNOLOGY ZOOMTECH®

WITH TECHNOLOGY ZOOMTECH®
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WITHOUT TECHNOLOGY ZOOMTECH®

Minimalist design and easy 
integration into smaller 

spaces

Zero V effect Technology wins GOLD at 
R+T Innovation Awards 2024

Up to 7 meters wide
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ZOOMTECH®, a perfect combination of 
functionality, elegance and minimalist design.
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The patented solution for large roller 
blinds that meets the needs of architects 

in large glazed areas.
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Large winding tube / robust brackets 
= V Effect

Small winding tube / small brackets 
= V Effect

Subtle winding tube with ZOOMTECH® 
/ small brackets = Zero V Effect

THE DIFFERENCE ZOOMTECH®
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ZOOMTECH® APPLIED TO ZIP SYSTEM

ZERO DEFLECTION BY

MEASURES MAX

Width 700 cm

Height 350 cm

COLORS

White, grey and black

APPLICATION IN / OUT

ZOOMTECH® is the latest patented technology that 
compensates bending of the tube in large widths, 
solving the problem of fabric deformation.

0 arrow on the tube; it completely eliminates the 
V-effect.

Ø 60 mm winding tube in extruded aluminium with 
patented ZOOMTECH® technology.

80 x 92 mm varnished steel brackets with PVC cover 
caps.

Ø 20 mm concealed round aluminium counterweight.

Internal / external application.

ZOOMTECH® technology is applicable to ZIP systems.

60

350 cm

60 mm

83 mm

39
 m

m

OPTIONAL COVER FOR MOUNTINGHEADBOX

83 mm

98
 m

m

LATERAL GUIDE SECTION

42 mm

39
 m

m

HEM BAR

20 mm

47
 m

m

BRACKETS

25 m
m

92
 m

m

80 mm

WINDING TUBE

Ø 60 mm

HEM BAR

Ø 20 mm

Ø
 6

 m
m



c/ Tints, 2 - Prologis Park - 08830 Sant Boi de Llobregat - T. +34 93 478 78 48
Ciudad de frias, 25 nave 3 - Pol. Ind. Camino de Getafe, 28021 Madrid - T. +34 91 710 98 22

info@solarcheck.com / solarcheck.com


